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PaDelhi™ Padel Court SystemsPaDelhi™ Padel Court Systems



Introducing Sportsfield Specialties new line of PaDelhi™  Padel Court Systems proudly manufactured in the USA. Our 
Padel Court Systems feature an engineered design and user-friendly installation comprised of durable raw materials and 
high-quality manufacturing processes. Sportsfield’s PaDelhi™  Padel Court Systems incorporate everything needed for 
installation, including the structural posts with welded base plates, wire mesh frames, tempered glass panels, light posts/
fixtures, posts/net, synthetic turf surfacing, and sand infill material. Coming Soon: PaDelhi™ Portable and   

Hurricane Padel Court Systems!

PaDelhi™ Padel Court Systems

PDLG

PDPD

PaDelhi™ Pillar Padel Court Systems
Product Overview

• Base plates and reinforcement gussets fabricated of  ½” thick welded steel
• 3 meter posts fabricated of 4” x 2” 11 gauge steel rectangular tube with welded reinforcement gusset 
• 4 meter posts fabricated of 4” x 2” 11 gauge steel rectangular tube with welded 4” x 2” x 54” 11 gauge steel rectangular 

tube reinforcement 
• 4 meter corner posts fabricated of double 4” x 2” 11 gauge steel rectangular tube with welded 4” x 2” x 54” 11 gauge 

steel rectangular tube reinforcement 
• 7 meter lighting posts fabricated of 4” x 2” 11 gauge steel rectangular tube with welded 4” x 2” x 54” 11 gauge steel 

rectangular tube reinforcement 
• Four (4) 400-watt LED lighting fixtures with attachment coupler
• 2” x 2” square mesh, 1.844” x 1.844” opening, 0.156” thick (8-1/4 gauge) wire diameter, carbon steel, bent and welded 

11 gauge steel frame
• Eighteen (18) 3/8” (10mm) clear tempered glass, 2 meters wide x 3 meters high, polished edge
• Professionally pre-engineered to meet ASCE 7 wind load rating up to 130 mph Exposure B and 106 mph Exposure C 
• Padel Court posts and net, 2-7/8” round internal wind posts, set of 2
• Polypropylene synthetic turf, pile height: 9/16” +/- 1/8”, florida blue with inlaid white lines, various additional colors 

available upon request
• Standard black and red powder coated finish, various additional colors available upon request 



Item Number Product Description

PDCRTSYSPLLR
PaDelhi™ Pillar Padel Court System - Includes Corner and Line Posts with Base Plates, 18 Panels of 10mm Thick Tempered Glass, Wire 
Mesh End and Side Frames, Two (2) Round Internal Wind Padel Posts with Net, Four (4) Extension Light Posts with 400W LED Fixtures, 
Hardware Kit, Powder Coated Finish, Florida Blue Synthetic Turf with Inlaid White Lines, Seam Tape, Adhesive, and Sand Infill Material

PDCRTSTSPNRMC
PaDelhi™ Panoramic Padel Court System - Includes Corner and Line Posts with Base Plates, 18 Panels of 10mm Thick Tempered Glass, 
Wire Mesh End and Side Frames, Two (2) Round Internal Wind Padel Posts with Net, Four (4) Extension Light Posts with 400W LED Fix-
tures, Hardware Kit, Powder Coated Finish, Florida Blue Synthetic Turf with Inlaid White Lines, Seam Tape, Adhesive, and Sand Infill Material

PDLG PaDelhi™ Padel Court Entrance/Exit Sliding Locking Gate System, Set of Two (2)
PDPD PaDelhi™ Padel Court Entrance/Exit and Net Post Padding, Set of Two (2), Various Standard Vinyl Colors Available 

PaDelhi™ Panoramic Padel Court Systems
Product Overview

• Base plates and reinforcement gussets fabricated of  ½” thick welded steel
• 3 meter posts fabricated of 4” x 2” 11 gauge steel rectangular tube with welded reinforcement gusset 
• 4 meter corner posts fabricated of double 4” x 2” 5/16” wall steel rectangular tube with welded 4” x 2” x 54” 5/16” wall steel rectangular tube 

reinforcement
• Top cross members fabricated of 4” x 6” 1/4” wall steel rectangular tube with welded reinforcement gussets
• Bottom cross members fabricated of 4” x 4” 1/4” wall steel square tube 
• Top and bottom glass retainer brackets fabricated of 11 gauge bent sheet steel
• 7 meter lighting posts fabricated of 4” x 2” 11 gauge steel rectangular tube with welded 4” x 2” x 54” 11 gauge steel rectangular tube reinforcement 
• Four (4) 400-watt LED lighting fixtures with attachment coupler
• 2” x 2” square mesh, 1.844” x 1.844” opening, 0.156” thick (8-1/4 gauge) wire diameter, carbon steel, bent and welded 11 gauge steel frame
• Mesh panel posts fabricated of 4” x 2” 11” gauge steel rectangular tube with welded base
• Eighteen (18) 3/8” (10mm) clear tempered glass, 2 meters wide x 3 meters high, polished edge
• Professionally pre-engineered to meet ASCE 7 wind load rating up to 130 mph Exposure B and 106 mph Exposure C 
• Padel Court posts and net, 2-7/8” round internal wind posts, set of 2
• Polypropylene synthetic turf, pile height: 9/16” +/- 1/8”, florida blue with inlaid white lines, various additional colors available upon request
• Standard black and red powder coated finish, various additional colors available upon request


